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Combination of Combination of Combination of 
Standard Head and Wide Opening Head Standard Head and 
Standard Base and Standard Base Vacuum Base 


303 STANDARD HEAD 
The top selling head, it has jaws 
2%"' (63.5mm) wide which open 
2%" (57.2mm). The tough yet aa 
gentle nylon jaws have a satin 
finish to improve grip. This 
general purpose head has ex- ip 
ceptional quality and strength. 
The heavy duty adjusting screw 
turns in a brass bushing which is 


, 


366 WIDE OPENING HEAD 

Opens a full 6” (152mm) with jaw width of 1%’’ (44.5mm). 
The contoured neoprene jaws provide a cushion over the steel 
pressure die cast into the head * | jaw plates to gently yet firmly hold delicate items. They are 
as are the double steel guide deeply ribbed on one side and are reversible to a wide ‘’V” con- 
pins. figuration for holding cylindrical objects such as clock works, 
glass beakers, etc. When working with heat, the pads are 
removed. The black oxide finish reduces glare and eye fatigue. 


304 
. LOW PROFILE HEAD 
This head has the same basic 


337 FIXTURING HEAD 

mechanical features as the Permanent fixturing for production line assembly or repetitive repair work 
ataneard Head except the can be designed and bolted to this head easily with its six slots and bolt holes. 
stem Is cast into sbiag fear ot Wood carvers and pattern makers secure their wood blanks to this head where 
the head to permit position- it is held firmly, in any position, through final finishing. The flat ground 


in h - 3 re i Nis out : 
9 — ” one oe ow surface is 5 3/8” (137mm) in diameter. The steel stem is die cast into the 
face. It is particularly suited 


for the 305 Low Profile Base 
which permits swinging it out 
and away from the work 437 HEAVY DUTY HEAD 
bench. This combination of FOR 400 BASE ONLY 


features make it particularly 
effective in jewelry or lapi- 
dary work. The jaws are 
steel and may be changed with 
the accessory nylon jaws. 


aluminum head. 


Used only with the Heavy Duty Base, this rugged head gives 
you a positioning device for working on heavy parts, lawn 
mower motors, typewriters, etc. It is extensively used as a 
heavy camera mount 3” x 6” (76 mm x 152mm) of heavy 
cast aluminum with a 1” (25mm) shaft. 


SELECTION OF HEADS 


315 CIRCUIT BOARD HOLDER 
Holds p.c. boards of any shape and size 
to 12’ wide (including the S100) ex- 
actly where you want them - flat, 
vertically, or any angle in between, 
when used in a PanaVise base. The 
arms may be moved independently 
in either direction and also may be 
positioned adjacent to one another. 
Longer bars are available as accessories 
for larger boards as are additional sets of 
arms for dual or multiple board use. The aluminum arms extend 
6” (152mm) from the cross 
bar. Each has a ‘V' grip 
groove to hold boards to 
5/32” (4mm) thick. An ex- 
clusive second set of ‘V’ 
An outstanding feature is the PanaVise fingertip grooves positioned laterally 
spring tension adjustable right arm which equalizes near the tip holds exceptional- 
the holding pressure on the edge of the board to firm- ly small electronic parts in a 
ly keep it in place. After setting the position of the secure and convenient po- 
arms, boards can be removed and inserted repeated- sition. 
ly without further adjustment. 


366 WIDE OPENING HEAD 
AS A VERSATILE GENERAL PURPOSE ELECTRONICS HEAD 


For production lines, technicians, designers in electronics or electrical work 

this head has versatility and convenience which makes it particularly attrac- 

tive. It opens a full 6” (152 mm) to accommodate most p.c. boards in its molded deep ribbed neoprene jaw pads. These jaw pads securely 
hold the boards, while offering edge-of-board insulation. The neoprene jaw pads are reversible which gives you a wide ‘V’ configuration 
specifically designed to securely hold delicate cylindrical items such as tuners, coils, motor armatures, etc. These pads may be removed 
from the steel jaw plates when working with high heat close to the jaws. The Wide Opening Head is finished with a satin black oxide finish 
which greatly reduces glare. This feature promotes eye comfort when working for long periods on close work under necessary bright illu- 
mination. The adjusting screw which moves the pads is micro-adjustable to permit the user to place the exact amount of pressure desired 
on the jaw pads. 
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_ 300 STANDARD PANAVISE BASE 

Our best seller! Holds all regular PanaVise heads and Circuit Board Holders. The patented load control 
knob and exclusive split-ball feature have a range of tension which permits moving of work to any 
Position desired. Then, when needed, this single knob firmly locks the head in place. In addition, 
loosening of this knob reduces the load on the split ball permitting the head to be removed from the 
base. This exclusive feature permits you to get multi-use from one base as other heads from the 
wide selection may be used, greatly expanding the usage of one base. It allows you to acquire a num- 
ber of heads giving you a holding system at a reasonable cost. This base has three base mounting holes 
in the lugs which permit easy and permanent attachment directly to a work bench with screws or 
bolts. Where portability is important, these holes are in line with the drilled and tapped openings 
for attachment to the various base mountings available in Phase 3 of this catalog. 


380 VACUUM BASE 
Moving the black-tipped lever arm 
attaches the Vacuum Base instantly 
with a firm grip, without marring, 
to smooth non-porous surfaces. Work 
anywhere: smooth formica tables, 
Porcelain or stainless counters, the 
fender of a car wherever a clean, 


305 LOW PROFILE BASE smooth, non-textured surface is a- 
The Low Profile Base has all the tilts, vailable. A flip of the lever attaches 
turns, and load control features as in and releases the heavy duty suction 


the Standard PanaVise Base. Only 2%” 
(64mm) high, it is designed for working 
close to the bench surface, and there 
are three holes in the base for permanent 
mounting or attachment to one of 
the three portable Base Mounts. When 


pad. Moistening the pad increases its 
grip. Holds all regular PanaVise Heads 
and Circuit Board Holders with the 
same variable load control knob as 
the other bases. This base is widely 
accepted for its portability. 


used with the Low Profile Head by 
jewelers, it is mounted adjacent to the 
edge of the bench, permitting the head 
to be swung out and away from the 


336 UP/DOWN CONVERTER BASE 
An attachment for the 325 Up/Down Positioner 400 HEAVY DUTY BASE 
giving the additional dimension of variable height Powerful base specifically designed 
(14 in. or 355 mm) to the same exclusive tilt and for heavy weights and_ pressures. 
turn mechanism as in the other bases. 41/8" (105mm) square 5/16” (8mm) 
mounting holes. 


312 TRAY BASE MOUNT 


The cast metal Tray Base Mount holds either the Standard or Low Profile PanaVise securely and 
yet gives easy portability. It has six individual trays molded into the new Base Mount, much like 
a" lazy susan”, neatly holding small parts and tools separate right where you want them. The 
walls of the trays are smoothly rounded and sloped for easy finger or tweezer removal of even the 
smallest part. Should you drop a part, the Tray Mount is extra wide to catch it in one of the 
trays making it quick to find and retrieve. 8%''(216mm), the Tray Base Mount is exceptionally 
stable and resists tipping. It has six slip-resisting neoprene base pads for security and yet has easy 
portability. Three drilled and tapped %(6.35mm) x 20 holes on the outer lip are to mount 
various accessory convenience devices or for permanent bolting on a work bench. Three screws 
are included for mounting the base to the mount. 


308 WEIGHTED BASE MOUNT 
This husky cast iron Base Mount weighs 5 Ibs. ( 2.3 kg) giving it compactness and stability. It has four non-marring 
anti-skid neoprene feet. Drilled to hold the Standard Base and Low Profile Base with the three screws and nuts 
which are included. Two %” (6.35mm) x 20 holes are tapped in the extentions on the front of the base for con- 
venience mounting of accessories designed for use with the vise. 


311 BENCH CLAMP BASE MOUNT 
For the 300 or 305 base, it clamps to the edge of any work bench or table 325 UP/DOWN 
with a thickness of 3%” (89mm) or less. Four neoprene pads are included POSITIONER 
and may be used when additional anti-slip ability is desired without excessive 
tightening of clamping screw. Use of these pads also help prevent marring of 
table surfaces. Mounting screws are included. 


For 336 Base.Sit or 

stand when you 

work with the Up/ 

Down Positioner. 

Adjusts up or down 

14” (356mm) in 

seconds. Clamps to 

benches 2%" (63 

mm) or less. 331 

Model for perma-. 
nent mounting on © 
bench with screw 

down mounting 

plate. 


310 SURFACE PLATE/BASE MOUNT 


A precision cast iron flat surface (Blanchard ground) which is 
ideal for layout work and as a portable PanaVise work station. 
10” x 10” square (254 mm x 254mm) and 10 pounds of weight 
(4.5 kg) with neoprene non-marring feet make the Model 310 
an exceptionally stable Base Mount. Drilled and tapped in one 
corner for the 300 STANDARD BASE or the 305 LOW PROFILE 
BASE: Mounting screws are included. 
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371 SOLDER STATION 

A combination soldering iron holder and controlled-feed holder for standard spools 
of solder and wire plus two nib sponges with self-purging slits. The station attaches 
right to the PanaVise Tray Base or weighted Base Mount which, with any PanaVise, 
creates a most convenient and functional work center. Parts, tools, wire, solder, 
and iron are all exactly where they should be. The Solder Station is also designed 
to be used separately as a free standing unit and can be conveniently attached to a 
bench or wall. It can be easily changed for left handed use. Holds standard 25 watt 
irons. 


359 UNIVERSAL HOLDER 

This handy time saver is an attachment for the Wide Opening Head. It neatly separates and holds lead wires or 
solder right at your fingertips. The tempered coil spring is also a most convenient place to keep small tools right 
where you want them. It pivots away from the jaws when not in use. Attaches easily to stem of Wide Opening 
Head where it remains stationary as jaws are opened or closed. 


m 318 EXTRA WIDTH CIRCUIT BOARD CROSS BARS 
The Standard 315 Circuit Board Holder features a 14” square cross bar to hold p.c. 
boards up to 12” wide. Wider bars (318) are available in 2” (51mm) increments 


up to 30” (762mm). Wide bars permit holding large boards, or with extra sets of 
arms, may be used in multi-board use for production line or prototype copy work. 


379 VACUUM MOUNT 
A heavy duty suction pad which attaches firmly to any non-porous, smooth surface (e.g., smooth formica, 
stainless steel, porcelain, glass) with a simple lever action. Flat surface, 3” x 3%" (76mm x 83mm) is pre- \, 


drilled for attaching your own instruments or devices with three 2” (5mm) holes. Mount a telescope or a 
camera on it. Attach a handle to it and use it for carrying smooth surfaced items. Use it as a base mounting 
for medical examination devices. 


REPLACEMENT JAWS 
D. 


JAWS FOR STANDARD OR LOW PROFILE HEAD 
343 NYLON JAWS 344 GROOVED NYLON JAWS 353 PLATED STEEL JAWS 
346 JAW PADS FOR WIDE The standard jaws for the Similar to the 343 Nylon’ When a really husky jaw is 
OPENING HEAD Standard PanaVise, these jaws Jaws, the 344 (D) has asmall required, the 353 Steel Jaws 
These thick molded neoprene pads (C) offer excellent electrical horizontal groove running the (E) will stand up to the task. 
have a corrugated surface to firm- insulation and are gentle on width of the jaw. This jaw These are recommended when 
ly hold the most delicate item. the object held. Type 66 holds small tubes, rods, cir- working with heat. They are 
(A) Reversible, the opposite is Nylon, they will withstand cuit boards, etc. firmly in standard with the Low Pro- 
a wide ‘V’ configuration for intermittent heat to 300° F _ place. file Head, No. 304. 
securely holding cylindrical items. (149 C), continuous 200° F 
(B) (93 C). 


502 PRECISION PANAPRESS 


This small but husky arbor press, less than seven inches 
high, is ideal for pressing bearings, forming and assembly 
of small parts, staking, riveting, broaching, etc. Built to 
stand the stress of daily production line usage, it has a 
rated capacity of 500 psi. 


This PanaPress has four Nylon adjusting gibs for ac- 
curate direction control of the ram. These gibs are self 
lubricating, resist wear, and remain securely in place 
when set by the locking nut. 


The PanaPress operating ram is fully reversible, 
in seconds, without removing the pinion gear. 
The ends of the ram are left blank so you may 
tool either or both ends for your own fixturing. 


The arbor and table plate are of pressure die cast and 
the operating mechanism and operating lever are har- 
denedand ground steel. The leverage ratio is 13.25:1. 
The throat depth is 2%'’ (64 mm) and vertical capacity 
is 3%'' (89 mm). 


501 STANDARD PANAPRESS 


The standard model 
PanaPress has identical 
features as the Model 
502 without the preci- 
sion ram - controlling 
gibs. More modestly 
priced, it is ideal when 
this precise control is 
not required. 
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